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Gap filled with sealant

Block Wall coated to

supplier's specification
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Air seal with

PEF backing rod

25*25*1.5mm aluminum angle

Min. 5mm gap to joinery

Premium Series PVC-U Window Installation System

HEBEL or similar blocks - MUNGO Nylon Frame Plug

    (MB-S) zink plated screw, min 70mm insertion depth

Concrete blocks - �10 expansion bolt, min 50mm

    insertion depth

200mm from corner and mullion, at 500mm CRS

Block Wall coated to supplier's specification

Air seal with

PEF backing rod

Packers

HEBEL or similar blocks - MUNGO Nylon Frame Plug

    (MB-S) zink plated screw, min 70mm insertion depth

Concrete blocks - �10 expansion bolt, min 50mm

    insertion depth

200mm from corner and mullion, at 500mm CRS

Slope on sill to supplier's specification

Sealer on sill to supplier's specification

5mm  Gap

Air seal with PEF backing rod

HEBEL or similar blocks - MUNGO Nylon Frame Plug

    (MB-S) zink plated screw, min 70mm insertion depth

Concrete blocks - �10 expansion bolt, min 50mm

    insertion depth

200mm from corner and transom, at 500mm CRS

Packers

Gap filled with sealant

Block Wall coated to supplier's specification

38.5mm


